





HARRINGTON ELECTRIC CHAIN HOISTS

a
b —] e B
n -
L o m
T
k ) h -t
}
r
+ c — :
i
I : | i
i L |l
i bl
| I
g w= m
:,l ] |||
NERP/ERPO10SD
NERP/ERPO10SD
(Shown with optional
canvas chain container
and rubber bumpers)
DUAL SPEED HOIST WITH PUSH TROLLEY — DIMENSIONS
Headroom
Cap. Product C a ] e g h i i k m n r t
(Tons) Code (in) (in) (in) (in) (in) (in) (in) (in) (in) (in) (in) (in) (in)
1/8 | (N)ERPOOTHD 15.6 8.0 72 1.8 11 3.2 2.36 0.8 3.0 1.9 3.3 1.5 0.87
1/4 (N)ERP003SD 15.6 8.0 7.2 1.8 11 3.2 2.36 0.8 3.0 1.9 3.3 1.5 0.87
1/4 | (N)ERPOO3HD 16.3 8.0 7.2 1.8 11 3.2 2.36 0.8 3.0 1.9 3.3 15 0.87
12 (N)ERPOO5LD 16.3 8.0 7.2 1.8 11 3.2 2.36 0.8 3.0 1.9 3.3 15 0.87
1/2 | (N)ERP005SD 16.3 8.0 72 1.8 11 3.2 2.36 0.8 3.0 19 3.3 1.5 0.87
1 (N)ERPO10LD 18.5 9.8 9.3 2.2 1.2 42 2.80 11 3.7 2.2 44 2.0 0.98
1 (N)ERPO10SD 18.5 9.8 9.3 2.2 1.2 4.2 2.80 11 3.7 2.2 44 2.0 0.98
11/2 | (N)ERP0O15SD 22.4 11.8 11.0 2.7 14 5.0 3.35 14 4.4 2.8 52 2.4 1.26
2 (N)ERP020CD 274 11.8 11.0 2.7 15 5.0 3.35 14 4.4 2.8 52 2.4 1.26
2 (N)ERPO20LD 25.0 11.8 11.0 2.7 1.6 5.0 3.35 14 4.4 2.8 52 2.4 1.26
2 (N)ERP020SD 25.6 11.8 11.0 2.7 1.6 5.0 3.35 14 4.4 2.8 52 24 1.26
21/2 | (N)ERP025SD 26.8 12.6 12.8 341 1.6 58 3.94 14 53 31 6.0 2.7 1.42
3 (N)ERPO30LD* 30.3 12.6 12.8 31 17 58 3.94 14 53 31 6.0 2.7 1.42
3 (N)ERPO30CD 32.7 12.6 12.8 3.1 1.8 58 3.94 14 53 31 6.0 2.7 1.42
5 (N)ERPO50LD 354 1.7 15.7 21 1.9 6.7 4.65 1.8 5.6 3.2 7.0 3.4 213

*The (N)ERPO3OLD listed is the previous hoist model. Refer to Harrington catalog C-EPH for features and benefits.
Speed ratio is 6:1 with adjustability up to 12:1.




“HO STS AND CRANES

NERP/ERP and NERG/ERG Electric Chain Hoists
with Push or Geared Trolleys
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NEFE’G/EO5OLD NERG/ERG050LD

DUAL SPEED HOIST WITH GEARED TROLLEY — DIMENSIONS

Headroom
Cap. Product C E a b e g h i j k k' m n r t u
(Tons) Code (in) (ft) @) | Gn) | @n) | Gn) | Gn) | Gm) | Gn) | @n) | Gn) | Gn) | (m) | () | (in) | (in)
1/8 | (N)ERGOOTHD 16.3 10.5 13.6 9.3 6.0 11 4.2 2.80 11 3.7 4.2 2.2 4.4 19 0.98 72
1/4 | (N)ERGO03SD 16.3 10.5 13.6 9.3 6.0 11 4.2 2.80 11 3.7 4.2 2.2 4.4 1.9 0.98 72
1/4 | (N)ERGOO3HD 171 10.5 13.6 9.3 6.0 11 4.2 2.80 11 3.7 4.2 2.2 4.4 19 0.98 72
1/2 | (N)ERGO05LD 171 10.5 13.6 9.3 6.0 11 4.2 2.80 11 37 4.2 2.2 4.4 19 0.98 72
1/2 [ (N)ERGO05SD 171 10.5 13.6 9.3 6.0 11 4.2 2.80 11 3.7 4.2 2.2 4.4 19 0.98 72
1 (N)ERGO10LD 18.5 10.5 13.6 9.3 6.0 12 4.2 2.80 11 3.7 4.2 2.2 4.4 19 0.98 72
1 (N)ERGO10SD 18.5 10.5 13.6 9.3 6.0 12 42 2.80 11 3.7 4.2 2.2 44 19 0.98 72
11/2 | (N)ERGO15SD 22.4 10.5 15.2 11.0 6.1 1.4 5.0 3.35 1.4 4.4 4.3 2.8 5.2 2.4 1.26 72
2 (N)ERG020CD 27.0 10.5 15.2 11.0 6.1 15 5.0 3.35 1.4 4.4 43 2.8 5.2 2.4 1.26 72
2 (N)ERGO20LD 25.0 10.5 15.2 11.0 6.1 1.6 5.0 3.35 1.4 44 43 2.8 5.2 2.4 1.26 72
2 (N)ERG020SD 25.6 10.5 15.2 11.0 6.1 1.6 5.0 3.35 14 4.4 4.3 2.8 5.2 2.4 1.26 72
21/2 | (N)ERG025SD 26.8 11.0 15.7 12.8 6.2 1.6 5.8 3.94 14 5.3 45 31 6.0 2.7 1.42 72
3 (N)ERGO30LD* 30.3 11.0 15.7 12.8 6.2 17 5.8 3.94 14 5.3 45 34 6.0 2.7 1.42 72
3 (N)ERGO30CD 32.7 1.0 15.7 12.8 6.2 1.8 5.8 3.94 14 5.3 4.5 31 6.0 2.7 1.42 72
5 (N)ERGO50LD 354 1.5 15.8 15.7 6.2 1.9 6.7 4.65 1.8 5.6 5.1 3.2 7.0 3.4 213 72

*The (N)ERGO3OLD listed is the previous hoist model. Refer to Harrington catalog C-EPH for features and benefits.
Speed ratio is 6:1 with adjustability up to 12:1.






