






Deck / Base  Mounted  o r  Lug  Suspended  Ho is ts

For permanent installation or double-girder trolley applications, the Harrington  
deck/base mounted or lug suspended hoists are ideal for heavy-duty service.

Modular body construction suitable for  •	
all mounting configurations. 

Single-axis or in-line design with motor,  •	
gearbox and drum sharing the same axis  
results in a low-profile, low-headroom hoist.

For features and standard specifications,  •	
refer to pages 2, 3 & 4.

For detailed specifications and dimensions,  •	
refer to Harrington’s separate publication  
entitled “Electric Wire Rope Hoists  
Technical Manual.”
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H a rr  i n g t o n  e l e c t r i c  w i re   r o p e  h o i s t s

Options

Universal eye-bolt kit suitable  •	
for all mounting configurations

Pendant•	

Pendant cord•	

Power supply cord•	



6

Standard  Headroom Tro l ley  Ho is ts

For general use on bridge, gantry or jib cranes, as well as monorails,  
this standard Harrington monorail style trolley hoist combines versatility  
and performance.

Available in any combination of single or dual  •	
speed models in a variety of speed combinations.

Hoist oriented parallel to beam.•	

For features and standard specifications,  •	
refer to pages 2, 3 & 4.

For detailed specifications and dimensions,  •	
refer to Harrington’s separate publication  
entitled “Electric Wire Rope Hoists  
Technical Manual.”

Options

Pendant•	

Pendant cord•	

Power supply cord•	

Trolley travel limit switch•	
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U l t ra - Low Headroom Tro l ley  Ho is ts

The Harrington Ultra-Low Headroom Trolley Hoist is designed for monorail  
and crane applications where minimum headroom is essential.

The hoist body is parallel mounted beside the beam  •	
for extremely low headroom.

A weight is mounted opposite the hoist to balance  •	
the unit on the monorail.

For features and standard specifications,  •	
refer to pages 2, 3 & 4.

For detailed specifications and dimensions,  •	
refer to Harrington’s separate publication entitled  
“Electric Wire Rope Hoists Technical Manual.”

Options

Pendant•	

Pendant cord•	

Power supply cord•	

Trolley travel limit switch•	
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Deck/Base Mounted or Lug Suspended Hoists  Specifications 
Single Speed      Lifting 

Motor 

3 Phase 60Hz 

Dual Speed                       Lifting 
Motor 

3 Phase 60Hz 
Lifting Speed 

(ft/min) 
Rated Current 

(amps) 

Rated Current 

(amps) 

Capacity  

(Tons) 
Product Code 

Lift 

(ft) 

Single 
Speed 

Dual 
Speed

Reeving 

(parts/ 
reeving) 

Rope** 

(mm-
spec.) Output

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V 

Net 
Weight

(lbs) 

RH02D-2014C-2 20 331 

RH02D-2914C-2 29 
16 16/5 

375 

RH02D-2014D-2 20 331 

RH02D-2914D-2 29 
24 24/8 

4/1 7-B 

375 

RH02D-3913A-2 39 7-A 311 

2 

RH02D-7913A-2 79 
32 32/10 2/1 

7-A* 

4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

353 

RH03D-2014C-2 20 331 

RH03D-2914C-2 29 
16 16/5 7-A 4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

375 

RH03D-2314H-2 23 452 

RH03D-3314H-2 33 
24 24/8 

4/1 

9-B 
518 

RH03D-4613E-2 46 9-A 430 

3 

RH03D-8513E-2 85 
32 32/10 2/1 

9-A* 

8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

474 

RH05D-2314G-2 23 452 

RH05D-3314G-2 33 
16 16/5 9-A 8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

518 

RH05D-2314M-2 23 1190 

RH05D-3314M-2 33 
24 24/8 

4/1 

13-B 
1378 

RH05D-4614J-2 46 13-A 1080 

RH05D-9214J-2 92 
32 32/10 

13-A*

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

1246 

RH05D-5214P-2 52 16-B 1962 

5 

RH05D-X514P-2 105 
48 48/16 

2/1 

16-B*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2227 

RH08D-2314L-2 23 1190 

RH08D-3314L-2 33 
16 16/5 13-M 

1378 

RH08D-2313M-2 23 1190 

RH08D-3313M-2 33 
24 24/8 

4/1 

13-B 

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

1378 

RH08D-5214N-2 52 16-A 1962 

7 1/2 

RH08D-X514N-2 105 
32 32/10 2/1 

16-A*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2227 

RH10D-2314L-2 23 1190 

RH10D-3314L-2 33 
16 16/5 13-A 16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

1378 

RH10D-2614R-2 26 2205 

RH10D-3614R-2 36 
24 24/8 

4/1 

16-B 
2513 

RH10D-5213N-2 52 16-A 1962 

10 

RH10D-X513N-2 105 
32 32/10 2/1 

16-A*

25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2227 

RH15D-2614Q-2 26 2205 
15 

RH15D-3614Q-2 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2513 

RH20D-2613Q-2 26 2205 
20 

RH20D-3613Q-2 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2513 
 

    

 
 

1 

 
S = Single Speed Hoist 
D = Dual Speed Hoist 

 
  

 

2 
 
2 = 230V – 3ph – 60Hz 
4 = 460V – 3ph – 60Hz 

*2/1 long lift hoists are fitted with anti-revolving rope. 
**Rope strengths are specified as: B = Base 
 M = Medium 
 A = High 
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Deck/Base Mounted or Lug Suspended Hoists  Dimensions* 

Capacity 

(Tons) 
Product Code 

H 

(in) 

H1 

(in) 

H2 

(in) 

H3 

(in) 

I 

(in) 

I1 

(in) 

L 

(in) 

L1 

(in) 

N 

(in) 

P 

(in) 

∅ Q 

(in) 

R 

(in) 

S1 

(in) 

S2 

(in) 

S3 

(in) 

S4 

(in) 

RH02D-2014C-2 20.3 48.6 3.9 10.4 

RH02D-2914C-2 35.0 63.4 6.3 22.8 

RH02D-2014D-2 20.3 48.6 3.9 10.4 

RH02D-2914D-2 

25.6 16.5 13.6

35.0 63.4 6.3 22.8 

5.9 0.6 

RH02D-3913A-2 20.3 48.6 7.3 9.3 

2 

RH02D-7913A-2 
27.2 18.1 

9.1 

15.4

9.8 

35.0 

12.6 8.3 18.3 10.0 8.9 

63.4 10.8 20.5 
3.7 1.1 

RH03D-2014C-2 20.3 48.6 3.9 10.4 

RH03D-2914C-2 
25.6 16.5 9.1 13.6 9.8 

35.0 
12.6 8.3 18.3 10.0 8.9 

63.4 6.3 22.8 
5.9 0.6 

RH03D-2314H-2 23.6 54.3 5.3 11.2 

RH03D-3314H-2 
29.5 18.9 10.6 15.4

39.4 70.1 8.3 24 
7.1 0.7 

RH03D-4613E-2 23.6 54.3 8.7 11.0 

3 

RH03D-8513E-2 
32.3 21.7 10.6 17.5

11.4

39.4 

14.6 9.3 20.1 10.6 10.2

70.1 12.2 23.2 
3.9 1.2 

RH05D-2314G-2 23.6 54.3 5.3 11.2 

RH05D-3314G-2 
29.5 18.9 10.6 15.4 11.4

39.4 
14.6 9.3 20.1 10.6 10.2

70.1 8.3 24.0 
7.1 0.7 

RH05D-2314M-2 29.1 64.2 6.3 13.4 

RH05D-3314M-2 
40.2 25.2 21.3

49.6 84.6 9.4 30.7 
9.4 0.9 

RH05D-4614J-2 29.1 64.2 10.4 13.6 

RH05D-9214J-2 
42.9 28.0 

15.0

23.4

14.6

49.6 

18.9 11.4 27.0 8.1 11.8

84.6 14.8 29.7 
5.1 1.6 

RH05D-5214P-2 33.9 76.2 11.4 15.7 

5 

RH05D-X514P-2 
55.1 36.2 18.5 29.5 18.1

55.9 
23.6 14.2 32.9 8.7 13.4

98.2 15.7 33.5 
6.7 1.8 

RH08D-2314L-2 29.1 64.2 6.3 13.4 

RH08D-3314L-2 49.6 84.6 9.4 30.7 

RH08D-2313M-2 29.1 64.2 6.3 13.4 

RH08D-3313M-2 

40.2 25.2 15.0 21.3 14.6

49.6 

18.9 11.4 27.0 8.1 11.8

84.6 9.4 30.7 

9.4 0.9 

RH08D-5214N-2 33.9 76.2 11.4 15.7 

7 1/2 

RH08D-X514N-2 
55.1 36.2 18.5 29.5 18.1

55.9 
23.6 14.2 32.9 8.7 13.4

98.2 15.7 33.5 
6.7 1.8 

RH10D-2314L-2 29.1 64.2 6.3 13.4 

RH10D-3314L-2 
40.2 25.2 15.0 21.3 14.6

49.6 
18.9 11.4 27 8.1 11.8

84.6 9.4 30.7 
9.4 0.9 

RH10D-2614R-2 33.9 76.2 7.1 13 

RH10D-3614R-2 
52.0 33.5 27.6

55.9 98.2 8.7 33.5 
13.8 1.0 

RH10D-5213N-2 33.9 76.2 11.4 15.7 

10 

RH10D-X513N-2 
55.1 36.2 

18.5

29.5

18.1

55.9 

23.6 14.2 32.9 8.7 13.4

98.2 15.7 33.5 
6.7 1.8 

RH15D-2614Q-2 33.9 76.2 7.1 13 
15 

RH15D-3614Q-2 
52.0 33.5 18.5 27.6 18.1

55.9 
23.6 14.2 32.9 8.7 13.4

98.2 8.7 33.5 
13.8 1.0 

RH20D-2613Q-2 33.9 76.2 7.1 13 
20 

RH20D-3613Q-2 
52.0 33.5 18.5 27.6 18.1

55.9 
23.6 14.2 32.9 8.7 13.4

98.2 8.7 33.5 
13.8 1.0 

*See page 12 for Deck/Base Mounted or Lug Suspended eye bolt and attachment point dimensions. 
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Standard Headroom Trolley Hoists  Hoist Specifications 
Single Speed      Lifting 

Motor 

3 Phase 60Hz 

Dual Speed                         Lifting 
Motor 

3 Phase 60Hz 
Lifting Speed 

(ft/min) 
Rated Current 

(amps) 

Rated Current 

(amps) 

Capacity  

(Tons) 
Product Code 

Lift 

(ft) 

Single 
Speed 

Dual 
Speed

Reeving 

(parts/ 
reeving) 

Rope** 

(mm-
spec.) Output

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V 

Net 
Weight

(lbs) 

RH02S-2014C-2-3 20 529 

RH02S-2914C-2-3 29 
16 16/5 

573 

RH02S-2014D-2-3 20 529 

RH02S-2914D-2-3 29 
24 24/8 

4/1 7-B 

573 

RH02S-3913A-2-3 39 7-A 509 

2 

RH02S-7913A-2-3 79 
32 32/10 2/1 

7-A* 

4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

551 

RH03S-2014C-2-3 20 529 

RH03S-2914C-2-3 29 
16 16/5 7-A 4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

573 

RH03S-2314H-2-3 23 728 

RH03S-3314H-2-3 33 
24 24/8 

4/1 

9-B 
794 

RH03S-4613E-2-3 46 9-A 617 

3 

RH03S-8513E-2-3 85 
32 32/10 2/1 

9-A* 

8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

672 

RH05S-2314G-2-3 23 728 

RH05S-3314G-2-3 33 
16 16/5 9-A 8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

794 

RH05S-2314M-2-3 23 1918 

RH05S-3314M-2-3 33 
24 24/8 

4/1 

13-B 
2083 

RH05S-4614J-2-3 46 13-A 1378 

RH05S-9214J-2-3 92 
32 32/10 

13-A*

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

1543 

RH05S-5214P-2-3 52 16-B 2690 

5 

RH05S-X514P-2-3 105 
48 48/16 

2/1 

16-B*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2954 

RH08S-2314L-2-3 23 1918 

RH08S-3314L-2-3 33 
16 16/5 13-M 

2083 

RH08S-2313M-2-3 23 1918 

RH08S-3313M-2-3 33 
24 24/8 

4/1 

13-B 

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

2083 

RH08S-5214N-2-3 52 16-A 2690 

7 1/2 

RH08S-X514N-2-3 105 
32 32/10 2/1 

16-A*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2954 

RH10S-2314L-2-3 23 1918 

RH10S-3314L-2-3 33 
16 16/5 13-A 16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

2083 

RH10S-2614R-2-3 26 3351 

RH10S-3614R-2-3 36 
24 24/8 

4/1 

16-B 
3660 

RH10S-5213N-2-3 52 16-A 2690 

10 

RH10S-X513N-2-3 105 
32 32/10 2/1 

16-A*

25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

2954 

RH15S-2614Q-2-3 26 3351 
15 

RH15S-3614Q-2-3 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

3660 

RH20S-2613Q-2-3 26 3351 
20 

RH20S-3613Q-2-3 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

3660 
 

    

 
  

 1 S = Single Speed Hoist 
D = Dual Speed Hoist 

 
 

2 

 
2 = 230V – 3ph – 60Hz 
4 = 460V – 3ph – 60Hz 

 
  

 

3 
 
Traversing Speed: 
F = 40 ft/min 
G = 64 ft/min 
H = 80 ft/min 
V = 64/16 ft/min 
W = 80/20 ft/min 

*2/1 long lift hoists are fitted with anti-revolving rope. 
**Rope strengths are specified as: B = Base 
 M = Medium 
 A = High 
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Standard Headroom Trolley Hoists  Trolley Specifications 
Traversing Motors 

Single Speed 

40 ft/min 

Single Speed 

64 and 80 ft/min 

Dual Speed 

64/16 and 80/20 ft/min 

Rated Current 

(amps) 

Rated Current 

(amps) 

Rated Current 

(amps) 

Capacity 

(Tons) 
Product Code 

Standard           
Flange Range        

B* 

(in) Output 

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V 

RH02S-2014C-2-3 

RH02S-2914C-2-3 

RH02S-2014D-2-3 

RH02S-2914D-2-3 

RH02S-3913A-2-3 

2 

RH02S-7913A-2-3 

3.54 to 11.02 0.32 1.1 2.2 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH03S-2014C-2-3 

RH03S-2914C-2-3 
3.54 to 11.02 

RH03S-2314H-2-3 

RH03S-3314H-2-3 
4.69 to 11.02 

RH03S-4613E-2-3 

3 

RH03S-8513E-2-3 
3.54 to 11.02 

0.32 1.1 2.2 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05S-2314G-2-3 

RH05S-3314G-2-3 
4.69 to 11.02 0.32 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05S-2314M-2-3 

RH05S-3314M-2-3 
5.31 to 11.02 0.5 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH05S-4614J-2-3 

RH05S-9214J-2-3 
4.69 to 11.02 0.32 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05S-5214P-2-3 

5 

RH05S-X514P-2-3 
5.31 to 11.02 0.5 

1.1 2.2 

0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH08S-2314L-2-3 

RH08S-3314L-2-3 

RH08S-2313M-2-3 

RH08S-3313M-2-3 

RH08S-5214N-2-3 

7 1/2 

RH08S-X514N-2-3 

5.31 to 11.02 0.5 1.1 2.2 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH10S-2314L-2-3 

RH10S-3314L-2-3 
5.31 to 11.02 

RH10S-2614R-2-3 

RH10S-3614R-2-3 
6.69 to 11.02 

RH10S-5213N-2-3 

10 

RH10S-X513N-2-3 
5.31 to 11.02 

0.5 1.1 2.2 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH15S-2614Q-2-3 
15** 

RH15S-3614Q-2-3 
6.69 to 11.02 0.5 x 2 1.1 x 2 2.2 x 2 0.9 x 2 1.5 x 2 4.4 x 2 0.9/0.2 x 2 2.1/1.1 x 2 4.2/2.2 x 2

RH20S-2613Q-2-3 
20** 

RH20S-3613Q-2-3 
6.69 to 11.02 0.5 x 2 1.1 x 2 2.2 x 2 0.9 x 2 1.5 x 2 4.4 x 2 0.9/0.2 x 2 2.1/1.1 x 2 4.2/2.2 x 2

*Optional wider flange ranges available.  Wider flange range is the standard lower value to 15.75 inch. 
Example: Wider flange range for 2 Ton trolley hoists is 3.54 to 15.75 inches.   

**15 and 20 Ton models are equipped with 2 trolley motors. 

H A R R I N G T O N  E L E C T R I C  W I R E  R O P E  H O I S T S
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Standard Headroom Trolley Hoists  Dimensions 

Capacity  
(Tons) 

Product Code 
C 

(in) 

C1 

(in) 

C2 

(in) 

D 

(in) 

D1 

(in) 

E 

(in) 

E1 

(in) 

E2 

(in) 

I1 

(in) 

∅ R 

(in) 

S1 

(in) 

S2 

(in) 

S3 

(in) 

RH02S-2014C-2-3 20.3 3.9 10.4 

RH02S-2914C-2-3 35 6.3 22.8 

RH02S-2014D-2-3 20.3 3.9 10.4 

RH02S-2914D-2-3 

32.7 

35.0 6.3 22.8 

5.9 

RH02S-3913A-2-3 20.3 7.3 9.3 

2 

RH02S-7913A-2-3 

6.7 3.3 11.6 2.4 14.6 

34.3 

5.9 7.1 

35 

3.94 

10.8 20.5 
3.7 

RH03S-2014C-2-3 20.3 3.9 10.4 

RH03S-2914C-2-3 
6.7 3.3 11.6 2.4 14.6 32.7 5.9 7.1 

35.0 
3.94 

6.3 22.8 
5.9 

RH03S-2314H-2-3 23.6 5.3 11.2 

RH03S-3314H-2-3 
8.1 2.6 12 2.6 14.8 37.4 6.2 7.7 

39.4 
4.92 

8.3 24 
7.1 

RH03S-4613E-2-3 23.6 8.7 11.0 

3 

RH03S-8513E-2-3 
6.7 3.9 13.4 2.4 14.6 39.4 5.9 7.1 

39.4 
3.94 

12.2 23.2 
3.9 

RH05S-2314G-2-3 23.6 5.3 11.2 

RH05S-3314G-2-3 
8.1 2.6 12 2.6 14.8 37.4 6.2 7.7 

39.4 
4.92 

8.3 24 
7.1 

RH05S-2314M-2-3 29.1 6.3 13.4 

RH05S-3314M-2-3 
11.4 -3.3 15.6 3.5 15.7 9.8 10.4 

49.6 
7.87 

9.4 30.7 
9.4 

RH05S-4614J-2-3 29.1 10.4 13.6 

RH05S-9214J-2-3 
8.1 0 18.9 2.7 14.8 

50.8 

6.2 7.7 
49.6 

4.92 
14.8 29.7 

5.1 

RH05S-5214P-2-3 33.9 11.4 15.7 

5 

RH05S-X514P-2-3 
11.4 -2.8 21.5 3.5 15.7 65.7 9.8 10.4 

55.9 
7.87 

15.7 33.5 
6.7 

RH08S-2314L-2-3 29.1 6.3 13.4 

RH08S-3314L-2-3 49.6 9.4 30.7 

RH08S-2313M-2-3 29.1 6.3 13.4 

RH08S-3313M-2-3 

-3.3 15.6 50.8 

49.6 9.4 30.7 

9.4 

RH08S-5214N-2-3 33.9 11.4 15.7 

7 1/2 

RH08S-X514N-2-3 

11.4 

-2.8 21.5 

3.5 15.7 

65.7 

9.8 10.4 

55.9 

7.87 

15.7 33.5 
6.7 

RH10S-2314L-2-3 29.1 6.3 13.4 

RH10S-3314L-2-3 
11.4 -3.3 15.6 3.5 15.7 50.8 9.8 10.4 

49.6 
7.87 

9.4 30.7 
9.4 

RH10S-2614R-2-3 33.9 7.1 13.0 

RH10S-3614R-2-3 
13.4 -4.7 19.5 3.9 16.1 63.8 12.2 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

RH10S-5213N-2-3 33.9 11.4 15.7 

10 

RH10S-X513N-2-3 
11.4 -2.8 21.5 3.5 15.7 65.7 9.8 10.4 

55.9 
7.87 

15.7 33.5 
6.7 

RH15S-2614Q-2-3 33.9 7.1 13.0 
15* 

RH15S-3614Q-2-3 
13.4 -4.7 19.5 3.9 16.1 63.8 12.2 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

RH20S-2613Q-2-3 33.9 7.1 13.0 
20* 

RH20S-3613Q-2-3 
13.4 -4.7 19.5 3.9 16.1 63.8 12.2 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

*15 and 20 Ton models are equipped with 2 trolley motors. 

 
Note:  � Standard headroom trolleys are suitable for use on S or W shaped beams. 
 � Refer to page 7 for flange range dimension B 
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Ultra-Low Headroom Trolley Hoists  Hoist Specifications 
Single Speed      Lifting 

Motor 

3 Phase 60Hz 

Dual Speed                          Lifting 
Motor 

3 Phase 60Hz 
Lifting Speed 

(ft/min) 
Rated Current 

(amps) 

Rated Current 

(amps) 

Capacity  

(Tons) 
Product Code 

Lift 

(ft) 

Single 
Speed 

Dual 
Speed

Reeving 

(parts/ 
reeving) 

Rope** 

(mm-
spec.) Output

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V 

Net 
Weight

(lbs) 

RH02U-2014C-2-3 20 705 

RH02U-2914C-2-3 29 
16 16/5 

750 

RH02U-2014D-2-3 20 705 

RH02U-2914D-2-3 29 
24 24/8 

4/1 7-B 

750 

RH02U-3913A-2-3 39 7-A 686 

2 

RH02U-7913A-2-3 79 
32 32/10 2/1 

7-A* 

4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

728 

RH03U-2014C-2-3 20 705 

RH03U-2914C-2-3 29 
16 16/5 7-A 4.8 7.7 15.4 4.8/1.6 7.7/6.3 15.4/12.5

750 

RH03U-2314H-2-3 23 1036 

RH03U-3314H-2-3 33 
24 24/8 

4/1 

9-B 
1102 

RH03U-4613E-2-3 46 9-A 893 

3 

RH03U-8513E-2-3 85 
32 32/10 2/1 

9-A* 

8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

948 

RH05U-2314G-2-3 23 1036 

RH05U-3314G-2-3 33 
16 16/5 9-A 8.0 11.5 23.0 8.0/2.7 11.5/9.6 23.0/19.0

1102 

RH05U-2314M-2-3 23 2624 

RH05U-3314M-2-3 33 
24 24/8 

4/1 

13-B 
2811 

RH05U-4614J-2-3 46 13-A 2017 

RH05U-9214J-2-3 92 
32 32/10 

13-A*

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

2183 

RH05U-5214P-2-3 52 16-B 3869 

5 

RH05U-X514P-2-3 105 
48 48/16 

2/1 

16-B*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

4244 

RH08U-2314L-2-3 23 2624 

RH08U-3314L-2-3 33 
16 16/5 13-M 

2811 

RH08U-2313M-2-3 23 2624 

RH08U-3313M-2-3 33 
24 24/8 

4/1 

13-B 

16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

2811 

RH08U-5214N-2-3 52 16-A 3869 

7 1/2 

RH08U-X514N-2-3 105 
32 32/10 2/1 

16-A*
25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

4244 

RH10U-2314L-2-3 23 2624 

RH10U-3314L-2-3 33 
16 16/5 13-A 16.1 21.0 42.0 16.1/5.4 23.0/17.3 46.0/34.5

2811 

RH10U-2614R-2-3 26 4707 

RH10U-3614R-2-3 36 
24 24/8 

4/1 

16-B 
5170 

RH10U-5213N-2-3 52 16-A 3869 

10 

RH10U-X513N-2-3 105 
32 32/10 2/1 

16-A*

25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

4244 

RH15U-2614Q-2-3 26 4707 
15 

RH15U-3614Q-2-3 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

5170 

RH20U-2613Q-2-3 26 4707 
20 

RH20U-3613Q-2-3 36 
16 16/5 4/1 16-A 25.7 33.0 69.0 19.2/6.3 36.5/29.0 79.0/60.0

5170 
 

    

 
  

 1 S = Single Speed Hoist 
D = Dual Speed Hoist 

 
 

2 

 
2 = 230V – 3ph – 60Hz 
4 = 460V – 3ph – 60Hz 

 
  

 

3 
 
Traversing Speed: 
F = 40 ft/min 
G = 64 ft/min 
H = 80 ft/min 
V = 64/16 ft/min 
W = 80/20 ft/min 

*2/1 long lift hoists are fitted with anti-revolving rope. 
**Rope strengths are specified as: B = Base 
 M = Medium 
 A = High 
  



  
Ultra-Low Headroom Trolley Hoists  Trolley Specifications 

Traversing Motors 

Single Speed 

40 ft/min 

Single Speed 

64 and 80 ft/min 

Dual Speed 

64/16 and 80/20 ft/min 

Rated Current 

(amps) 

Rated Current 

(amps) 

Rated Current 

(amps) 

Capacity 

(Tons) 
Product Code 

Standard           
Flange Width        

B 

(in) Output 

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V

Output 

(Hp) 
@460V @230V 

RH02U-2014C-2-3 

RH02U-2914C-2-3 

RH02U-2014D-2-3 

RH02U-2914D-2-3 

RH02U-3913A-2-3 

2 

RH02U-7913A-2-3 

3.54 to 15.75 0.32 1.1 2.2 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH03U-2014C-2-3 

RH03U-2914C-2-3 
3.54 to 15.75 

RH03U-2314H-2-3 

RH03U-3314H-2-3 
4.69 to 15.75 

RH03U-4613E-2-3 

3 

RH03U-8513E-2-3 
3.54 to 15.75 

0.32 1.1 2.2 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05U-2314G-2-3 

RH05U-3314G-2-3 
4.69 to 15.75 0.32 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05U-2314M-2-3 

RH05U-3314M-2-3 
5.31 to 15.75 0.5 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH05U-4614J-2-3 

RH05U-9214J-2-3 
4.69 to 15.75 0.32 0.6 1.1 3.0 0.6/0.13 1.3/1.1 2.5/2.2 

RH05U-5214P-2-3 

5 

RH05U-X514P-2-3 
5.31 to 15.75 0.5 

1.1 2.2 

0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH08U-2314L-2-3 

RH08U-3314L-2-3 

RH08U-2313M-2-3 

RH08U-3313M-2-3 

RH08U-5214N-2-3 

7 1/2 

RH08U-X514N-2-3 

5.31 to 15.75 0.5 1.1 2.2 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH10U-2314L-2-3 

RH10U-3314L-2-3 
5.31 to 15.75 

RH10U-2614R-2-3 

RH10U-3614R-2-3 
6.69 to 15.75 

RH10U-5213N-2-3 

10 

RH10U-X513N-2-3 
5.31 to 15.75 

0.5 1.1 2.2 0.9 1.5 4.4 0.9/0.2 2.1/1.1 4.2/2.2 

RH15U-2614Q-2-3 
15* 

RH15U-3614Q-2-3 
6.69 to 15.75 0.5 x 2 1.1 x 2 2.2 x 2 0.9 x 2 1.5 x 2 4.4 x 2 0.9/0.2 x 2 2.1/1.1 x 2 4.2/2.2 x 2

RH20U-2613Q-2-3 
20* 

RH20U-3613Q-2-3 
6.69 to 15.75 0.5 x 2 1.1 x 2 2.2 x 2 0.9 x 2 1.5 x 2 4.4 x 2 0.9/0.2 x 2 2.1/1.1 x 2 4.2/2.2 x 2

*15 and 20 Ton models are equipped with 2 trolley motors. 

Ultra-Low Trolley Hoist  Headroom  

Hoist 
Code 

Flange Range 
(in) 

Headroom, E* 
(in) 

Headroom, E 
for 6 inch 

Flange 
(in) 

 Hoist 
Code 

Flange Range 
(in) 

Headroom, E* 
(in) 

Headroom, E 
for 6 inch 

Flange 
(in) 

 4.69 to 8.66 26.8 
A or B 3.54 to 15.75 17.3 + (1.13 x T) 24.1 

 
J or K 

8.67 to 15.75 16.2 + (1.22 x T) 
26.8 

3.54 to 6.79 18.9  5.31 to 10.51 24.0 
C or D 

6.80 to 15.75 11.1 + (1.15 x T) 
18.9 

 
L or M 

10.52 to 15.75 11.4 + (1.20 x T) 
24.0 

 5.31 to 10.16 32.7 
E or F 3.54 to 15.75 17.6 + (1.13 x T) 24.8 

 
N or P 

10.17 to 15.75 20.5 + (1.20 x T) 
32.7 

4.69 to 6.49 18.9  6.69 to 11.81 31.1 
G or H 

6.50 to 15.75 10.9 + (1.23 x T) 
18.9 

 
Q or R 

11.82 to 15.75 24.0 + (0.60 x T) 
31.1** 

*T in formulas is the exact beam flange width in inches. 
**Headroom value for 7 inch flange. 

10 
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Ultra-Low Headroom Trolley Hoists  Dimensions 

Capacity  

(Tons) 
Product Code 

C 

(in) 

C1 

(in) 

C2 

(in) 

D 

(in) 

D1 

(in) 

D2 

(in) 

E1 

(in) 

E2 

(in) 

I1 

(in) 

∅ R 

(in) 

S1 

(in) 

S2 

(in) 

S3 

(in) 

RH02U-2014C-2-3 15.6 20.3 3.9 10.4 

RH02U-2914C-2-3 14.4 35.0 6.3 22.8 

RH02U-2014D-2-3 15.6 20.3 3.9 10.4 

RH02U-2914D-2-3 14.4 35.0 6.3 22.8 

5.9 

RH02U-3913A-2-3 15.6 20.3 7.3 9.3.0 

2 

RH02U-7913A-2-3 

6.7 3.3 11.6 17.3 9.1 

14.4 

5.9 7.1 

35.0 

3.94 

10.8 20.5 
3.7 

RH03U-2014C-2-3 15.6 20.3 3.9 10.4 

RH03U-2914C-2-3 
6.7 3.3 11.6 17.3 9.1 

14.4 
5.9 7.1 

35.0 
3.94 

6.3 22.8 
5.9 

RH03U-2314H-2-3 17.3 23.6 5.3 11.2 

RH03U-3314H-2-3 
8.1 2.6 12 19.5 10.2 

16.1 
7.7 

39.4 
4.92 

8.3 24 
7.1 

RH03U-4613E-2-3 17.7 23.6 8.7 11.0 

3 

RH03U-8513E-2-3 
6.7 3.9 13.4 19.3 10.0 

16.5 

7.1 

7.1 
39.4 

3.94 
12.2 23.2 

3.9 

RH05U-2314G-2-3 17.3 23.6 5.3 11.2 

RH05U-3314G-2-3 
8.1 2.6 12.0 19.5 10.2 

16.1 
7.1 7.7 

39.4 
4.92 

8.3 24.0 
7.1 

RH05U-2314M-2-3 22.8 29.1 6.3 13.4 

RH05U-3314M-2-3 
11.4 -3.3 15.6 24.6 13.2 

21.7 
10.2 10.4 

49.6 
7.87 

9.4 30.7 
9.4 

RH05U-4614J-2-3 24.0 29.1 10.4 13.6 

RH05U-9214J-2-3 
8.1 0 18.9 23.8 12.4 

22.8 
11.8 7.7 

49.6 
4.92 

14.8 29.7 
5.1 

RH05U-5214P-2-3 33.9 11.4 15.7 

5 

RH05U-X514P-2-3 
11.4 -2.8 21.5 29.7 15.6 27.0 13.6 10.4 

55.9 
7.87 

15.7 33.5 
6.7 

RH08U-2314L-2-3 22.8 29.1 6.3 13.4 

RH08U-3314L-2-3 21.7 49.6 9.4 30.7 

RH08U-2313M-2-3 22.8 29.1 6.3 13.4 

RH08U-3313M-2-3 

-3.3 15.6 24.6 13.2 

21.7 

10.2 

49.6 9.4 30.7 

9.4 

RH08U-5214N-2-3 33.9 11.4 15.7 

7 1/2 

RH08U-X514N-2-3 

11.4 

-2.8 21.5 29.7 15.6 27.0 13.6 

10.4 

55.9 

7.87 

15.7 33.5 
6.7 

RH10U-2314L-2-3 22.8 29.1 6.3 13.4 

RH10U-3314L-2-3 
11.4 -3.3 15.6 24.6 13.2 

21.7 
10.2 10.4 

49.6 
7.87 

9.4 30.7 
9.4 

RH10U-2614R-2-3 25.6 33.9 7.1 13.0 

RH10U-3614R-2-3 
13.4 -4.7 19.5 30.1 15.9 

25.6 
13.6 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

RH10U-5213N-2-3 27.0 33.9 11.4 15.7 

10 

RH10U-X513N-2-3 
11.4 -2.8 21.5 29.7 15.6 

27.0 
13.6 10.4 

55.9 
7.87 

15.7 33.5 
6.7 

RH15U-2614Q-2-3 33.9 7.1 13.0 
15* 

RH15U-3614Q-2-3 
13.4 -4.7 19.5 30.1 15.9 25.6 13.6 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

RH20U-2613Q-2-3 33.9 7.1 13.0 
20* 

RH20U-3613Q-2-3 
13.4 -4.7 19.5 30.1 15.9 25.6 13.6 12.0 

55.9 
9.84 

8.7 33.5 
13.8 

*15 and 20 Ton models are equipped with 2 trolley motors. 

 
Note:  � Standard headroom trolleys are suitable for use on S or W shaped beams. 
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